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Service
IUAV_ECG

Characteristic Property
data_to_sensor_board_generic WRITE
data_from_sensor_board_generic READ
data_from_max86150_spo2 READ, INDICATE
data_from_max86150_heart_rate READ, INDICATE
data_from_max86150_ecg          READ, INDICATE
data_from_ad5933_impedance READ, INDICATE

Client = app smarthpone/tablet
Server= ecg sensor board

BYTE0 BYTE1 BYTE2 BYTE3
Client Request
GET_SYS_INFO CMD = 0x01 0 0 0
Server Response 
System info Progressive Index milliVolt_Battery_bit15_8 milliVolt_Battery_bit7_0 0

BYTE0 BYTE1 BYTE2 BYTE n NOTE
Client Subscription (Indicate)
Server Indicate
SPO2 raw value Progressive Index RawValue_bit23_16 RawValue_bit15_8 RawValue_bit7_0

BYTE0 BYTE1 BYTE2 BYTE n NOTE
Client Subscription (Indicate)
Server Indicate
Heart rate raw value Progressive Index RawValue_bit23_16 RawValue_bit15_8 RawValue_bit7_0

BYTE0 BYTE1 BYTE2 BYTE n NOTE
Client Subscription (Indicate)
Server Indicate
Ecg raw value Progressive Index RawValue_bit23_16 RawValue_bit15_8 RawValue_bit7_0

BYTE0 BYTE1 BYTE2 BYTE 3 NOTE
Client Subscription (Indicate)
Client Request
START_MEASUREMENT_IMPEDANCE CMD = 0x10 FREQUENCY_bit23_16 FREQUENCY_bit15_8 FREQUENCY_bit7_0
Server Indicate
Impedance Value (Ohm) Progressive Index IMPEDANCE_bit23_16 IMPEDANCE_bit15_8 IMPEDANCE_bit7_0

Characteristic: "data_from_ad5933_impedance"
Il client invia il commando per iniziare a fare la misura
dell'impedenza in cui specifica la frequenza di eccitazione in
Hz. Appena conclusa la procedure di misura dell'impedenza il
server invia i dati in modalità indicate. 

UUID
1fdac59c-e5d0-4efb-9845-7abf549279b0  

Characteristic: "data_from_ad5933_impedance"

Characteristic: "data_from_max86150_heart_rate" 
Characteristic: "data_from_max86150_heart_rate"

UUID

1fdac59c-e5d0-4efb-9845-7abf549279A1

1fdac59c-e5d0-4efb-9845-7abf54927901
1fdac59c-e5d0-4efb-9845-7abf54927902
1fdac59c-e5d0-4efb-9845-7abf54927903

Characteristic: "data_to_sensor_board_generic "

Characteristic: "data_to_sensor_board_generic "

Characteristic: "data_from_sensor_board_generic"; 

1fdac59c-e5d0-4efb-9845-7abf549279A0

IUAV ECG Protocol 

Vengono inviati N° valori da 3Bytes. N° valori dipende dal
"mtu" che dipende a sua volta dal telefono. Frequenza di
campionamento dei dati: 200Hz

Characteristic: "data_from_max86150_ecg  " Vengono inviati N° valori da 3Bytes. N° valori dipende dal mtu
che dipende a sua volta dal telefono. Frequenza di
campionamento dei dati:  200Hz

Characteristic: "data_from_max86150_ecg "

1fdac59c-e5d0-4efb-9845-7abf54927900

Characteristic: "data_from_max86150_spo2 " Vengono inviati N° valori da 3Bytes. N° valori dipende dal
"mtu" che dipende a sua volta dal telefono. Frequenza di
campionamento dei dati: 200Hz

Characteristic: "data_from_max86150_spo2 "


